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DETAILED ACTION 



Response to Arguments 

1 . In response to communications filed on 9/28/2007, the following claims 107-147 and 
165-181 are presented for examination. 

1.1. Applicant's arguments, filed on 9/28/2007 have been fully considered but they are not 
persuasive as amended. Applicant argues that Killian discloses a network address and the 
network address is not a token in any respect. Examiner respectfully disagrees because 
according to Applicant's specification, page 12, lines 5-8, the specification recites "Although 
passwords need not be employed, some method of determining which in-bound connections are 
to be coupled to other in-bound connections should be supported by the relay program. Other 
such methods may include for example the use of network addresses, the use of verification 
strings, and the like." Therefore, in light of the specification, Examiner's interpretation of 
network address as token is very reasonable. Applicant has amended the dependent claims to 
remove the word network address as a security token. However, the claims as amended can still 
read on a token as a verification string because a string can be broadly and reasonably interpreted 
as a sequence of character. In response to Applicant's remarks that Kilian does not disclose 
associating afirst security token with a first connection. Examiner respectfully disagrees (see 
column 13, lines 1-10; column 14, lines 60-64 and column 5, lines 15-33) disclosing associating 
a socket for each connection (process of communications between end systems) and maintaining 
a connection table for associating a security token (such as network address) with each 
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connection. Upon further consideration, the claims as amended have not overcome the prior art. 
Therefore, Examiner maintains rejection of claims in view of the same prior art. 

Claim Objections 

2. Claim 131 and the intervening claims are objected to because of the following 
informalities: claim 131 recites "means for creating means for associating". The claim 
limitation will be interpreted as "means for creating comprises means for associating". 
Appropriate correction is required. 

Claim Rejections - 35 USC § 101 

3. 35 U.S.C. 101 reads as follows: 

Whoever invents or discovers any new and useful process, machine, manufacture, or 
composition of matter, or any new and useful improvement thereof, may obtain a patent therefor, 
subject to the conditions and requirements of this title. 

Claims 165, 174, and the intervening claims are rejected under 35 U.S.C. 101 because the 
claimed invention is directed to non-statutory subject matter. The claims recite a computer 
program comprising instructions executable by a processor. The computer program recited in 
the preamble without a computer-readable medium needed to realize the computer program's 
functionality is non-statutory functional descriptive material. See MPEP § 2106. 
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Claim Rejections - 35 USC § 103 

4. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or 
described as set forth in section 102 of this title, if the differences between the subject matter 
sought to be patented and the prior art are such that the subject matter as a whole would have 
been obvious at the time the invention was made to a person having ordinary skill in the art to 
which said subject matter pertains. Patentability shall not be negatived by the manner in which 
the invention was made. 

Claims 107-115, 131-139, and 165-173 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over US Patent 6,064,671 to Killian in view of US Patent 6,643,701 to Aziz et al. 

As per claim 107, Killian discloses a method comprising: providing a plurality of 
sockets in a socket table or array, wherein each socket normally represents a connection (i.e. has 
an associated connection) and each socket has an associated network port and network IP address 
(see column 14, Hnes 52-64 and column 15, lines 60-67 and column 5, lines 15-22) that meets 
the recitation of providing a plurality of sockets, wherein each socket has an associated 
connection and an associated security token (network address); 

Killian discloses the network address is provided by the associated connection (see 
column 6, lines 31-36 and lines 41-50) that meets the recitation of the associated security token 
is provided by the associated connection^ 
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Killian also discloses receiving an outgoing message having a netv^ork address (see 
column 7, line 65 through column 8, line 2) and the message is associated with a connection (see 
column 29, lines 41-42), the message is also associated with a socket (see column 28, lines 26- 
27), that meets the recitation of receiving a first connection and a first security token; 

Killian further discloses creating a socket and each socket has an associated connection 
(see column 14, lines 60-64 and column 5, lines 15-33) that meets the recitation of creating a 
socket associated with the first connection, 

wherein the creating comprises associating the first security token (network address) with 
the first connection (see column 13, lines 1-10; column 14, lines 60-64 and column 5, lines 15- 
40); 

Killian further discloses comparing the network address with the associated network 
addresses for a match in the socket table (see column 16, lines 6-12) that meets the recitation of 
comparing the first security token with the associated security tokens; 

in response to said comparing if none of the associated security tokens match the first 
security token (see column 16, lines 17-20), including the socket in the plurality of sockets (see 
column 16, lines 25-28). 

Although Killian 's disclosure referring to message is interpreted as a connection, it is 
obvious to one of ordinary skill in the art that the message is directed to a connection as 
explained above because it is associated with socket and as disclosed also in column 5, lines 52- 
60, the message is transmitted over a connection. It would have been obvious to one of ordinary 
skill in the art at the time the invention was made to use the disclosure of Killian of routing 
message to route connection between physical networks for internetworking (see column 1, lines 
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45-65). Aziz et al in an analogous art teaches end to end security link by creating a first end-to- 
end security link between the first computer and a third computer and creating a second end-to- 
end security link between the second computer and the third computer to establish the secure 
connection (see column 3, lines 35-56 and column 7, line 56 through column 8, line 5). 
Therefore, it would have been obvious to one of ordinary skill in the art at the time the invention 
was made to combine Killian and Aziz et al to create two separate connections at each end 
system to provide an application-specific authentication and link them to establish a secure 
connection between two end systems when messages are exchanged between computers. 

As per claim 108, the references as combined above disclose the limitation of wherein 
the security token is one of a password and a verification string (see Killian column 14, lines 52- 
64 and column 5, lines 15-40). 

As per claim 109, Killian discloses in response to said comparing when a match occurs 
coupling an end point of the first connection to a network interface or to a machine which has a 
connection to the network at a remote location (see column 19, lines 4-7 and column 28, lines 
38-46). Aziz et al discloses linking an end point of a first connection to an end point of a 
second connection in response to authentication (see column 7, line 49 through column 8, line 5), 
the authentication may include an authentication token such as password (see column 2, lines 10- 
15). Claim 109 is rejected on the same rationale as the rejection of claim 107. 
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As per claim 110, the references as combined above disclose the limitation of in 
response to said comparing, if none of the associated security tokens match the first security 
token, upon a determination that the first connection is not to be associated with a socket, 
disconnecting the first connection (see Killian column 22, lines 43-47). 

As per claim 111, the references as combined above disclose wherein the coupling the 
first connection to the connection associated with the socket comprises: relaying a data stream 
between the first connection and the connection associated with the socket (see Killian, column 
28, lines 38-46) and (see Aziz et al, column 7, line 49 through column 8, line 5). 

As per claim 112, the references as combined above disclose wherein the coupling the 
first connection to the connection associated with the socket comprises: creating a single 
connection comprising the first connection and the connection associated with the socket (see 
Killian, column 19, lines 4-7 and column 28, lines 38-46) and (see Aziz et al, column 7, line 65 
through column 8, line 1). 

As per claim 113, the references as combined above disclose decoupling the first 
connection and the connection associated with the socket (see Killian, column 22, lines 30-42). 

As per claim 114, the references as combined above disclose the decoupling occurs upon 
one of failure and disconnect of one of the first connection and the connection associated with 
the socket (see Killian, column 22, lines 42-47). 
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As per claim 115, the references as combined above disclose wherein the first 
connection is transmitted through a first firewall program (see Killian, column 24, lines 48-59). 

As per claim 131, Killian discloses an apparatus comprising: figures 8 and 13 for 
instance show computer systems for performing the claimed method of claim 1 comprising 
means for providing a plurality of sockets in a socket table or array, wherein each socket 
normally represents a connection (i.e. has an associated connection) and each socket has an 
associated network port and network IP address (see column 14, lines 52-64 and column 15, 
lines 60-67 and column 5, lines 15-22) that meets the recitation of means for providing a 
plurality of sockets, wherein each socket has an associated connection and an associated 
security token (network address); 

Killian discloses the network address is provided by the associated connection (see 
column 6, lines 31-36 and lines 41-50) that meets the recitation of the associated security token 
is provided by the associated connection; 

Killian also discloses end system and router (computer system) including means for 
receiving an outgoing message having a network address (see column 7, line 65 through column 
8, line 2 and figs. 3-5) and the message is associated with a connection (see column 29, lines 41- 
42), the message is also associated with a socket (see column 28, lines 26-27), that meets the 
recitation of means for receiving a first connection and a first security token; 

Killian further discloses computer system with means for creating a socket and each 
socket has an associated connection (see column 14, lines 60-64 and column 5, lines 15-33 and 
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fig. 3 and fig. 13) that meets the recitation of means for creating a socket associated with the first 
connection, 

wherein means for creating comprises means for associating the first security token 
(network address) with the first connection (see column 13, Unes 1-10; column 14, lines 60-64 
and column 5, lines 15-40); 

Killian further discloses means for comparing the network address with the associated 
network addresses for a match in the socket table (see column 16, lines 6-12 and fig. 3) that 
meets the recitation of means for comparing the first security token with the associated security 
tokens; 

in response to said comparing if none of the associated security tokens match the first 
security token (see column 16, lines 17-20), means for including the socket in the plurality of 
sockets (see column 16, lines 25-28). 

Although Killian's disclosure referring to message is interpreted as a connection, it is 
obvious to one of ordinary skill in the art that the message is directed to a connection as 
explained above because it is associated with socket and as disclosed also in column 5, lines 52- 
60, the message is transmitted over a connection. It would have been obvious to one of ordinary 
skill in the art at the time the invention was made to use the disclosure of Killian of routing 
message to route connection between physical networks for internetworking (see column 1, lines 
45-65). Aziz et al in an analogous art teaches end to end security link by creating a first end-to- 
end security link between the first computer and a third computer and creating a second end-to- 
end security link between the second computer and the third computer to establish the secure 
connection (see column 3, lines 35-56 and column 7, line 56 through column 8, line 5). 
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Therefore, it would have been obvious to one of ordinary skill in the art at the time the invention 
was made to combine Killian and Aziz et al to create two separate connections at each end 
system to provide an application-specific authentication and link them to establish a secure 
connection between two end systems when messages are exchanged between computers. 

As per claim 132, the references as combined above disclose the limitation of wherein 
the security token is one of a password and a verification string (see Killian column 14, lines 52- 
64 and column 5, lines 15-40). 

As per claim 133, Killian discloses in response to said comparing when a match occurs 
coupling an end point of the first connection to a network interface or to a machine which has a 
connection to the network at a remote location (see column 19, lines 4-7 and column 28, lines 
38-46). Aziz et al discloses a relay (220 and 440, figures 2 and 4) having means for linking an 
end point of a first connection to an end point of a second connection in response to 
authentication (see column 7, line 49 through column 8, line 5), the authentication may include 
an authentication token such as password (see column 2, lines 10-15). Claim 133 is rejected on 
the same rationale as the rejection of claim 131. 

As per claim 134, the references as combined above disclose the limitation of in 
response to said comparing, if none of the associated security tokens match the first security 
token, upon a determination that the first connection is not to be associated with a socket, means 
for disconnecting the first connection (see Killian column 22, lines 43-47). 
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As per claim 135, the references as combined above disclose wherein the couphng the 
first cormection to the connection associated with the socket comprises: means for relaying a data 
stream between the first connection and the connection associated with the socket (see Killian, 
column 28, lines 38-46) and (see Aziz et al, column 7, line 49 through column 8, line 5). 

As per claim 136, the references as combined above disclose wherein the coupling the 
first connection to the connection associated with the socket comprises: computer system such as 
the one shown in fig. 13 with means for creating a single connection comprising the first 
connection and the connection associated with the socket (see Killian, column 19, lines 4-7 and 
column 28, lines 38-46) and (see Aziz et al, column 7, line 65 through column 8, line 1). 

As per claim 137, the references as combined above disclose means for decoupling the 
first connection and the connection associated with the socket (see Killian, column 22, lines 30- 
42 and fig. 13, 90B). 

As per claim 138, the references as combined above disclose the decoupling occurs upon 
one of failure and disconnect of one of the first connection and the connection associated with 
the socket (see Killian, column 22, lines 42-47). 

As per claim 139, the references as combined above disclose wherein the first 
connection is transmitted through a first firewall program (see Killian, column 24, lines 48-59). 
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As per claim 165, claim 165 discloses the same limitations as claim 107 except for 
incorporating the claimed method into a computer program. Killian discloses the computer 
systems include applications for performing the invention (see column 14, lines 44-64). 
Therefore, claim 165 is rejected on the same rationale as the rejection of claim 107. The 
associating step of claim 165 contrarily to claim 107 merely recites instructions configured to 
cause the processor to associate the first security token (network address) with the first 
connection (see column 13, lines 1-10; column 14, lines 60-64 and column 5, hnes 15-40); 

As per claim 166, the references as combined above disclose the limitation of wherein 
the security token is one of a password and a verification string (see Killian column 14, lines 52- 
64 and column 5, lines 15-40). 

Claims 167-173 are similar to the rejected claims 109-1 15 respectively except for 
incorporating the claimed methods into a computer program. Therefore, 109-1 15 are rejected on 
the same rationale as the rejection of claims 167-173. 

5. Claims 116-119 are rejected under 35 U.S.C. 103(a) as being unpatentable over US 
Patent 6,064,671 to Killian in view of US Patent 6,643,701 to Aziz et al as applied to claims 
107-1 15 and further in view of US Patent 6,104,716 to Crichton et al. 
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As per claims 116-119, Killian discloses a protocol daemon that can create network 
connections (column 21, lines 24-30 and lines 45-52) and discloses the first program providing a 
security token (see column 22, lines 8-20) but does not explicitly disclose the protocol daemon 
couples the first connection to the second connection. Aziz et al discloses a relay program for 
relaying first connection with second connection (see abstract and column 9, lines 30-39), either 
the client, the server, or the relay may be a protocol daemon (see column 6, lines 4-6), but does 
not explicitly disclose a second connection connecting the protocol daemon to the first program. 
Crichton et al in an analogous art teaches using a client proxy for communicating with a client 
and with a middle proxy and coupling the connections to provide end-to-end connections 
through firewalls (column 2, lines 26-52). Crichton et al also discloses the client and the proxy 
can reside on the same machine (column 6, lines 15-24). Crichton et al also discloses that the 
fiinctionality of end proxies that meets the recitation of protocol daemon can be increased to 
allow for other protocols and services, for example one end proxy could provide both client and 
server end proxy fiinctionality (column 5, lines 41-45). Crichton et al discloses one end proxy 
could provide both client and server end proxy functionality (column 5, lines 41-45). This 
means if the first program represents an application server an in-bound connection is created "a 
server end-proxy can connect to an inside X- Windows system server and a middle proxy" 
(column 5, lines 32-35). Applicant's specification discloses the same (on page 9, lines 9-15) 
program 135 (first program) requires an in-bound connection (e.g. where program 135 is an 
application server) . . . such fiinctionality is provided by a daemon running on computer 105. 
Therefore, it would have been obvious to one of ordinary skill in the art at the time the invention 
was made to modify the proxy or protocol daemon disclosed in Killian and Aziz et al as 
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combined above to provide a protocol daemon program that does the creating of the first 
connection as well as the second connection and coupling the first and second connections thus 
increasing the functionality of end proxy to allow for other protocols and services as suggested 
by Crichton et al (see column 5, lines 32-45). One skilled in the art would have been lead to 
make such a modification and recognizes the advantage of using an end proxy that could provide 
both client and server end proxy functionality as this increase of functionality would allow for 
more protocols and services as suggested by Crichton et al (see column 5, lines 41-45). 

6. Claims 120-124, 128-130, 140-144, and 174-178 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over US Patent 6,643,701 to Aziz et al in view of US Patent 6,104,716 to 
Crichton et al. 

As per claim 120, Aziz et al discloses a method comprising: receiving from a client or 
first computer (first program) a first security token through handshaking (see column 5, lines 57- 
61 and column 8, lines 33-37) similar to the one described in fig. 1 (see column 1, line 55 
through column 2, line 36) that meets the recitation of receiving a first security token fi^om the 
first program ; 

the handshaking session used (i.e. key or password) meets the recitation of security token 
associating with the first connection (associating the first security token with the first 
connection) (see column 7, lines 40-64 and column 8, lines 33-37 and column 9, lines 3-5); 
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creating a second connection between relay and server (see column 8, lines 17-19 and 
column 10, lines 61-62) that meets the recitation of creating a second connection to a relay 
program; 

providing the first security token to the relay program, for example (see column 5, lines 
10-13 and column 9, lines 3-5); and upon successful creation of the second connection, coupling 
the first connection to the second connection, for example(see column 8, lines 50-65). 

Aziz et al does not explicitly disclose creating a first connection to a first program. 
Crichton et al in an analogous art teaches using a client proxy for communicating with a client 
and with a middle proxy and coupling the connections to provide end-to-end connections 
through firewalls (column 2, lines 26-52). Crichton et al also discloses the client and the proxy 
can reside on the same machine (column 6, lines 15-24). Crichton et al also discloses that the 
functionality of end proxies that meets the recitation of protocol daemon can be increased to 
allow for other protocols and services, for example one end proxy could provide both client and 
server end proxy functionality (column 5, lines 41-45). Crichton et al discloses one end proxy 
could provide both client and server end proxy functionality (column 5, lines 41-45). This 
means if the first program represents an application server an in-bound connection is created "a 
server end-proxy can connect to an inside X- Windows system server and a middle proxy" 
(column 5, lines 32-35). Applicant's specification discloses the same (on page 9, lines 9-15) 
program 135 (first program) requires an in-bound connection (e.g. where program 135 is an 
application server) . . . such functionality is provided by a daemon running on computer 105. 
Therefore, it would have been obvious to one of ordinary skill in the art at the time the invention 
was made to modify Aziz et al to provide a protocol daemon program that does the creating of 
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the first connection to a first program as well as the second connection and coupling the first and 
second connections thus increasing the functionality of end proxy to allow for other protocols 
and services as suggested by Crichton et al (see column 5, lines 32-45). One skilled in the art 
would have been lead to make such a modification and recognizes the advantage of using an end 
proxy that could provide both client and server end proxy functionality as this increase of 
functionality would allow for more protocols and services as suggested by Crichton et al (see 
column 5, lines 41-45). 

As per claim 121, the references as combined above disclose the limitation of wherein 
the second connection is transmitted through a firewall program (see Crichton et al, fig. 4). 
Claim 121 is rejected on the same rationale as the rejection of claim 120. 

As per claim 122, the references as combined above disclose relaying a data stream 
between the first connection and the second connection (see Aziz et al, column 8, lines 50-65). 

As per claim 123, the references as combined above disclose wherein the first security 
token is one of a password and a verification string (see Aziz et al, column 9, lines 3-5). 

As per claim 124, the references as combined above disclose terminating the first 
connection and the second connection (see Aziz et al, column 8, lines 48-49). 
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As per claims 128-130, Aziz et al discloses receiving a first security token from the first 
program (see column 5, lines 57-61 and column 8, lines 33-37; providing the first security token 
to the relay program^ for example (see column 5, lines 10-13 and column 9, lines 3-5) a relay 
program for relaying first connection with second connection (see abstract and column 9, lines 
30-39 and column 8, lines 50-65), and further discloses either the client, the server, or the relay 
may be a protocol daemon and may be incorporated in one or more machines (see column 6, 
lines 4-6). Aziz et al does not explicitly disclose a protocol daemon does the creating the first 
connection, the creating the second connection. Crichton et al in an analogous art teaches using 
a client proxy for communicating with a client and with a middle proxy and coupling the 
connections to provide end-to-end connections through firewalls (column 2, lines 26-52). 
Crichton et al also discloses the client and the proxy can reside on the same machine (column 6, 
lines 15-24). Crichton et al also discloses that the functionality of end proxies that meets the 
recitation of protocol daemon can be increased to allow for other protocols and services, for 
example one end proxy could provide both client and server end proxy functionality (column 5, 
lines 41-45). Crichton et al discloses the protocol daemon creating connection as explained in 
claim 12 above. Claims 128-130 are rejected on the same rationale as the rejection of claim 120 
above. 

As per claim 140, Aziz et al discloses an apparatus comprising: a relay (220 and 440, 
figures 2 and 4) having means for receiving from a client or first computer (first program) a first 
security token through handshaking (see column 5, lines 57-61 and column 8, lines 33-37) 
similar to the one described in fig. 1 (see column 1, line 55 through column 2, line 36) that 
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meets the recitation of means for receiving a first security token firom the first program (column 
5, lines 18-20); 

the handshaking session used (i.e. key or password) meets the recitation of security token 
associating with the first connection (means for associating the first security token with the first 
connection) (see column 7, lines 40-64 and column 8, lines 33-37 and column 9, lines 3-5); 

the relay (220 and 440, figures 2 and 4) having means for creating a second connection 
between relay and server (see column 8, lines 17-19 and column 10, lines 61-62) that meets the 
recitation of means for creating a second connection to a relay program; 

means for providing the first security token to the relay program^ for example (see 
column 5, lines 10-13 and column 9, lines 3-5); and upon successful creation of the second 
connection, means for coupling the first connection to the second connection, for example(see 
column 8, lines 50-65). 

Aziz et al does disclose that the relay may be used as a daemon (column 6, lines 4-6) but 
is silent about means for creating a first connection to a first program, Crichton et al in an 
analogous art teaches using a client proxy for communicating with a client and with a middle 
proxy and coupling the connections to provide end-to-end connections through firewalls (column 
2, lines 26-52). Crichton et al also discloses the client and the proxy can reside on the same 
machine (column 6, lines 15-24). Crichton et al also discloses that the functionality of end 
proxies that meets the recitation of protocol daemon can be increased to allow for other protocols 
and services, for example one end proxy could provide both client and server end proxy 
functionality (column 5, lines 41-45). Crichton et al discloses one end proxy could provide 
both client and server end proxy functionality (column 5, lines 41-45). This means if the first 
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program represents an application server an in-bound connection is created "a server end-proxy 
can connect to an inside X- Windows system server and a middle proxy" (column 5, lines 32-35). 
Applicant's specification discloses the same (on page 9, lines 9-15) program 135 (first program) 
requires an in-bound connection (e.g. where program 135 is an application server) . . . such 
functionality is provided by a daemon running on computer 105. Therefore, it would have been 
obvious to one of ordinary skill in the art at the time the invention was made to modify Aziz et al 
to provide a protocol daemon program that does the creating of the first connection to a first 
program as well as the second connection and coupling the first and second connections thus 
increasing the functionality of end proxy to allow for other protocols and services as suggested 
by Crichton et al (see column 5, lines 32-45). One skilled in the art would have been lead to 
make such a modification and recognizes the advantage of using an end proxy that could provide 
both client and server end proxy functionality as this increase of functionality would allow for 
more protocols and services as suggested by Crichton et al (see column 5, lines 41-45). 

As per claim 141, the references as combined above disclose means for transmitting the 
second connection through a firewall program (see Crichton et al, fig. 4). Claim 141 is rejected 
on the same rationale as the rejection of claim 140. 

As per claim 142, the references as combined above disclose a relay having means for 
relaying a data stream between the first connection and the second connection (see Aziz et al, 
column 8, lines 50-65). 
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As per claim 143, the references as combined above disclose wherein the first security 
token is one of a password and a verification string (see Aziz et al, column 9, lines 3-5), 

As per claim 144, the references as combined above disclose means for terminating the 
first connection and the second connection (see Aziz et al, column 8, lines 48-49). 

Claims 174-178 contain the same limitations as claims 120-124 respectively except for 
incorporating the claimed method into a computer program. Therefore, 174-178 are rejected on 
the same rationale as the rejection of claims 120-124. 

7. Claims 125-127, 145-147, and 179-181 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over US Patent 6,643,701 to Aziz et al in view of US Patent 6,104,716 to Crichton 
et al. as applied to claims 120-124, 140-144, and 174-178 and further in view of US Patent 
6,064,671 to Killian. 

As per claims 125-127, Crichton et al discloses that the functionality of end proxies that 
meets the recitation of protocol daemon can be increased to allow for other protocols and 
services, for example one end proxy could provide both client and server end proxy functionality 
(column 5, lines 41-45) that meets the recitation of claim 126. Aziz et al discloses a relay that 
compares the first security token of the client with stored tokens to perform authentication and in 
response to a match (i.e. the client's password matches the stored password), coupling the second 
connection (connection between relay and server) to the first connection which matches the 
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stored security token (see column 12, lines 8-21; column 7, line 65 through column 8, line 1; 
column 2, lines 11-15). Aziz et al does not explicitly disclose including the second connection 
with one or more corresponding connections in response to no match. Killian in an analogous 
art teaches providing a plurality of sockets in a socket table or array, wherein each socket 
normally represents a connection (i.e. has an associated connection) and each socket has an 
associated network port and network IP address (see column 14, lines 52-64 and column 15, 
lines 60-67 and column 5, lines 15-22). Killian further discloses means for comparing the 
network address with the associated network addresses for a match in the socket table (see 
column 16, lines 6-12 and fig. 3) that meets the recitation of comparing the first security token 
with the associated security tokens; in response to said comparing if none of the associated 
security tokens match the first security token (see column 16, lines 17-20), including the socket 
in the plurality of sockets (see column 16, lines 25-28). Killian also suggests handshaking 
including use of password (see column 22, lines 3-11). Therefore, it would have been obvious to 
one of ordinary skill in the art at the time the invention was made to modify the method as 
combined above to associate the connections with a security token and create new entry in the 
table in response to no match because it would allow to keep track on the traffic on the network 
which provides an advantage in load balancing as suggested by Aziz et al (see column 9, lines 
31-35 and lines 42-48). 

As per claims 145-147, Crichton et al discloses that the functionality of end proxies that 
meets the recitation of protocol daemon can be increased to allow for other protocols and 
services, for example one end proxy could provide both client and server end proxy functionality 
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(column 5, lines 41-45) that meets the recitation of claim 146. A/iz et al discloses a relay with 
means for comparing the first security token of the cHent with stored tokens to perform 
authentication and in response to a match (i.e. the client's password matches the stored 
password), means for coupling the second connection (connection between relay and server) to 
the first connection which matches the stored security token (see column 12, lines 8-21; column 
7, line 65 through column 8, line 1; column 2, lines 11-15). Aziz et al does not explicitly 
disclose including the second connection with one or more corresponding connections in 
response to no match. Killian in an analogous art teaches means for providing a plurality of 
sockets in a socket table or array, wherein each socket normally represents a connection (i.e. has 
an associated connection) and each socket has an associated network port and network IP address 
(see column 14, lines 52-64 and column 15, lines 60-67 and column 5, lines 15-22). Killian 
further discloses means for comparing the network address with the associated network 
addresses for a match in the socket table (see column 16, lines 6-12 and fig. 3) that meets the 
recitation of means for comparing the first security token with the associated security tokens; in 
response to said comparing if none of the associated security tokens match the first security 
token (see column 16, lines 17-20), means for including the socket in the plurality of sockets (see 
column 16, lines 25-28). Killian also suggests handshaking including use of password (see 
column 22, lines 3-11). Therefore, it would have been obvious to one of ordinary skill in the art 
at the time the invention was made to modify the method as combined above to associate the 
connections with a security token and create new entry in the table in response to no match 
because it would allow to keep track on the traffic on the network which provides an advantage 
in load balancing as suggested by Aziz et al (see column 9, lines 31-35 and lines 42-48). 
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Claims 179-181 contains the same limitations as claims 125-127 respectively except for 
incorporating the claimed method into a computer program. Therefore, 179-181 are rejected on 
the same rationale as the rejection of claims 125-127. 

Conclusion 

8. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. (See PTO-form 892). 

8.1 Applicant's amendment necessitated the new ground(s) of rejection presented in this 
Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1 .136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1.136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the date of this 
final action. 
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8.2 Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Carl Colin whose telephone number is 571-272-3862. The 
examiner can normally be reached on Monday through Thursday, 8:00-6:30 PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Nasser G. Moazzami can be reached on 571-272-4195. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



/C.C./ 



Carl Colin 
Patent Examiner 
October 14, 2007 



NASSER MOAZZAM! 
SUPERVISORY PATENT EXAMINER 
TECHNOLOGY CENTER 2100 




